
LBFPEA-770402U-16

Analog Inputs 4 Universal Input Channels Voltage Input
0 - 10 V, 0 - 5 V, -10 to +10 V;  Current
Input 0-20mA, 4-20mA
RTD PT100 (alpha1, alpha2), RTD
PT1000, Thermocouple (TYPE J and K),
mV (0-100mV, 0-50 mV)

Analog outputs 2 Output channels Voltage 0 - 10 V (Min
Load 1000 ohm) or
Current 4 - 20 mA (Max load 500 ohm)
Current 0 - 20 mA

Analog Inputs
Number of inputs 4

Resolution 16 Bit

Input range:
Voltage 0 to 10VDC and 0 to 5VDC
Current 0 to 20mA and 4 to 20mA

Thermocouple J type -210 to 1200OC
K type -200 to 1373OC

mV 0 to 50mV and 0 to 100mV
RTD á1 (PT100): -200 to 850OC

á2 (PT100): -100 to 457OC
and PT1000: -200 to 850OC

Overall accuracy 1% of full scale (Max)
Input Impedance 1MOhm for voltage, thermocouple, mV

and RTD input
100Ohm for current input (with fuse)

Absolute maximum  ±30VDC, 30mA
input

Output Type Analog (voltage and current), non-isolated

Number 2
Resolution 16 bit
Output range:

Voltage 0 to 10VDC
Current 0 to 20mA and 4 to 20mA

Overall accuracy 1% of full scale (Max)
Load 1KOhm (Min) for Voltage and

500Ohm (Max) for current

Power 3.75VDC, 2W from auxiliary Power supply
Approvals CE, UL

General

Operating Temperature 0 to 55 deg.C.

Storage Temperature -20 to 85 deg.C.

Operating Humidity 10% to 90% (Non
condensing)

Mechanical Dimension 79mm X 30mm X
36mm (L X W X H)

Weight Approx. 90 gm.

Note: This Module turns ON when
Auxiliary power supply is connected.
Unless and until Auxiliary supply is
given it will not be detected by base
module.

24V DC Auxiliary Power Supply
Nominal value 24 V DC
Tolerance -15% / +20% according to EN 61131-2
Ripple ±5% according to EN 61131-2
Permissible range 19.2 V to 30 V
Safety equipment Surge voltage, protection

against reverse polarity
Connection 3.81mm Pitch removable terminals
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Wiring Diagram of LBFPEA-770402U-16

1. Wiring diagram for analog voltage input:

2. Wiring diagram for analog current input:
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3. Wiring diagram for RTD input:

4. Wiring diagram for analog millivolt input and thermocouple:
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1. Wiring diagram for voltage output:

2. Wiring diagram for current output
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