
LBFPEA770400L

Digital/Analog Inputs 4 Inputs (4 to 20mA, 0 to 10V, -10 to +10V,
0 to 20mA)

Digital/Analog outputs N.A.

Analog Inputs
Number of inputs 4

Resolution 12 Bit

Voltage Mode:
Input Range:  -10V to +10V
Value of LSB: For 0-10V : 2.44mV

For +/- 10V : 4.88mV
Input Impedance200 K Ohm
Accuracy At 25°C: 0.1% of full scale.

Overall accuracy (–25°C to 55°C) %
Full Scale: 0.3% of full scale

Frequency Limit 3.5KHz
(-3db):
Behavior upon Input goes to 0, as if no input is
sensor failure connected

Current Mode
Input Range 4mA – 20mA,  0mA - 20mA
Value of LSB 3.906uA
Input Impedance120 Ohm
Accuracy At 25°C: 0.2% of full scale

Overall accuracy (–25°C to 55°C) %
Full Scale: 0.8% of full scale

Power 3.9VDC, 0.3W from FP® base model

Approvals CE, UL

General

Operating Temperature 0 to 55 deg.C.

Storage Temperature -20 to 85 deg.C.

Operating Humidity 10% to 90% (Non
condensing)

Mechanical Dimension 79mm X 30mm X
36mm (L X W X H)

Weight 80 gm.
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Wiring Diagram of LBFPEA770400L

1. Wiring diagram for analog voltage input:

2. Wiring diagram for analog current input:
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