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GCR25 -1800-Series Cobot
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GCR25-1800 is a GCR series cooperative robot product. With significant advantages--higher payload and working range, and
features of cobot such as collaborative safety, easy-to-use and energy-saving, these robots can adapt to more application needs.
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With 16 TUV certified safety functions such as colision detectlon, force and power monitoring,which enables Human Robot Colaboration
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Provido a completo 2D/3D vision solution, doop integration of 2D/3D vision, without additional procossor hardware
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Widely Applied: Payload 25kg, Working Range 1800mm.Increased Performance, 30% Faster Trajectory.
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Easier-to-use: With Traction Teach Programming, Less limitation to robot user.
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Lightweight & Space-saving: Can be quickly deployed and redeployed to adapt to production line changes.
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ESD Antistatic: Better meet the demands of specific industries.
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FEAREE | TECHNICAL PARAMETERS

B A3 Max Payload 25kg =448  Control Box 1/0 16 Dig 1/0, 24V, 0.5A
/0
BIEaEE Degrees of Freedom 6 k% End Joint /O 2 Dig /0, 24V, 0.6A
538 Power Supply 220-240VAC 47-63HZ 10A
SRS AR Max TCP Speed 2.5m/s 100-200VAC 47-63HZ 16A
T 54
I#E Power Consumption ﬂil R’%OOW_
KRiGERABLIRE Max Straight-line Speed  1.5m/s Typical Power Consumption600W
#H2sA4MER T Robot Dimensions 2300x440x252mm
BRIEH1Z Reach 1800mm
= HI#E R Control Box Size 410x306x292mm
EEEFEE Repeatability +0.05mm \
L5 Installation I;E:r{?di%ype
*xT Joint BEEDEERange B AIRE Max Speed
=] i _10°C~E(°
16 +360° 225%/s RIRE Ambient Temperature Range 10°C~50°C
+ o o .
35 +360 25 1Z# R E Storage Temperature Range -40°C~55°C
J4 +360° 225°/s
J3 +360° 150°/s IPZ4R IP Class IP54
J2 +360° 100°/s A B RST Robot Package Size 1295x540x515mm
n +360° 120°/s &8 /EE Net/Gross Weight 61.6kg/70kg
GB/T 14468.1-50-4-M6 IR G54 Control System Package Size  480x395x376mm
T A#O Tool Interface (eqV SO 9409-1) 8 Weight 20kg
BB Communication Protocol TCP/IP, MOD.BUS/TCP,PrOf.Inet., EtherCAT,CAN,485?%%*‘?1@1ﬂf7)1¥?ﬁ§
Support Various Communication Protocols Expansion
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TAZiZ% | PAYLOAD DIAGRAM

GCR25-1800 Payload Diagram
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